


SILENT START WITH ACG

The new Activa 125 BS-VIis
powered by the globally
acclaimed eSP technology
which helps in silent start. its
ACG Starter Motor removes
gear meshing, gear
engagement noise and

reduces maintenance.

A completely new
engine powered by
Honda's globally
acclaimed eSP
technology delivers
13%"more mileage.

REAL TIME MILEAGE AND DISTANCE TO EMPTY*

The most intelligent
digital analog meter displays
advanced information like
distance to empty, real time
mileage and average mileage.

IDLING STOP SYSTEM
Wasteful fuel

consumption is eliminated

with Idling Stop System that
automatically switches the
engine off at traffic lights and
other brief stops.

SIGNATURE LED POSITION LAMP

The glamorous LED
Headlamp with restyled
Signature

LED Position Lamp
adds to the fashion
quotient of the

new Activa 125 BS-VI.

Honda's FIRST BS-Vi

COMPLIANT TWO WHEELER

Available in 4 exciting colours: - Rebel Red Metallic |:| Pearl Precious White - Heavy Grey Metallic - Midnight Blue Metallic

DOUBLE LID EXTERNAL FUEL FILL

Fuel filling right at
your fingertips.
Now get fuel

fited while sitting
on your scooter.

6 YEARS WARRANTY PACKAGE**

6 years warranty
package comprises of
3 years standard and

3 years optional

service warranty.

3+

years {7

SIDE STAND ENGINE CUT OFF

First in segment
revolutionary
side stand indicator
with engine cut off
stops the engine when the
side stand is engaged.

MULTI FUNCTION SWITCH UNIT

One compact console
ensures safety of the vehicle
and convenience of
opening underseat storage
& external fuel lid.

FULL METAL BODY

Full metal body
complements the
solid frust of the new
Activa 125 BS-VI.

Technical Specifications*

BODY DIMENSIONS

Length 1850 mm
Width 707 mm
Height 1170 mm
Wheel Base 1260 mm
Ground Clearance 169 mm
Seat Length 712 mm
Kerb Weight 111 kg
Fuel Tank Capacity 53L
ENGINE

Type Fan Cooled, 4 Stroke, SI Engine
Displacement 124 cc

Max Net Power
Max Net Torque

6.10 kW @ 6500 rom
10.3 Nm @ 5000 rpm

Bore 50.0 mm
Stroke 63.1 mm
Fuel System PGM-Fi
Compression Ratio 10.0+0.2

AIr Filter Type Viscous Paper Filter
Starting Method Kick / Self
TRANSMISSION

Clutch Type Automatic
TYRES & BRAKES

Tyre Size (Front) 90/90-12 54J
Tyre Size (Rear) 90/100-10 53J
Tyre Type (Front) Tubeless

Tyre Type (Rear) Tubeless
Brake Type & Size (Front) Disc 190 mm

Brake Type & Size (Rear) Drum 130 mm

FRAME & SUSPENSION

Ahead of its time, the latest innovation in

Frame Type Under Bone
Front Telescopic
Rear 3-Step Adjustable Spring Loaded
Hydraulic
ELECTRICALS
Battery 5.0 Ah
Headlamp LED
New Activa 125 BS-Vi is available in 3 different variants for 3 different needs
FEATURE DELUXE ALLOY STANDARD
Silent Start Yes Yes Yes
PGM-FI Yes Yes Yes
Headlamp LED LED Halogen Bulb
Meter Console Digi-Analog Digi-Analog Analog
Double Lid External Fuel Fill Yes Yes Yes
Intelligent Display Yes Yes -
(Real time mileage, distance
to empty & average mileage)*
Side Stand Engine Cut Off Yes Yes Optional
Engine Stop Switch - Yes Yes
Idling Stop System Yes - -
Wheels Alloy Alloy Sheet Metal
Front Brakes Disc Drum Drum
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